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NOTES:

ELECTRICAL:
     RATING: 15AMP

ELECTRICAL TEST: HANDS FREE TESTING TO 5000 VRMS MAX.

PACKAGING:
     COMPONENT SHALL BE BULK PACKAGED IN
     CLEAR BAGS

MISCELLANEOUS:
    1.   TAB DENOTES THIS SIDE IS GROUND.
    2.   ALL DIMENSIONS ARE FOR REFERENCE ONLY.
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DESCRIPTION MATERIAL FINISH
BODY BRASS NICKEL
PLUGS BERYLLIUM COPPER NICKEL

INSULATOR POLYPROPYLENE BLACK
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REVISIONS

DESCRIPTION APPROVEDREV DATE

12/29/2003

5/8/14D

E

ECN 7431 ADD NOTES :CONDUCT RESIST,INSUL RESIST,ELECTRICAL TEST

ECN 7465: CHANGED HOUSING MAT. FROM POLYETHYLENE TO ABS. UPD PICTORALLY.6/3/14

B.PUCHASKI

D. DESJARDIN

F ECN7503 MAT. CHANGE COPPER TO ZINC ALLOY,CHANGE LENGTH DIM,ADD CALL OUT07/01/14 B.PUCHASKI

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

G ECN 10037 REVISE DIMS, REVISE MAT. CHART, REVISE ELECTRIC SPECS 08/16/19 SELLIS

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

CAGE CODE

43321

CONNECTOR DUAL BANANA PLUG

COAXIAL

PROJECTION

UNLESS OTHERWISE SPECIFIED,

 

C.MCCORMICK

COLOR VARIATIONS
MAY OCCUR

12/29/2003OVERALL CABLE LENGTH TOLERANCE:
Ò12 [305] = +1 [25] / -0

>12 [305] Ò60 [1524] = +2 [51] / -0
>60 [1524] Ò120 [3048] = +4 [102] / -0
>120 [3048] Ò300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
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